
	SAFE WORK PRACTICE

	TITLE
	Working With Snow Fence

	GENERAL
	Protecting workers from injuries associated with erecting and dismantling of snow fences.     

	APPLICATION
	The erecting or dismantling of snow fencing requires heavy manual labour with many inherent hazards.

	PROTECTIVE
MECHANISMS
	Safe work procedure

Permit system

PPE 

Manufacturers recommendations

ERP (Emergency Response Plan)

	SELECTION
AND USE
	As per safe work procedure

Manufacturers recommendations     

	SUPERVISOR
RESPONSIBILITY
	Supervisors are responsible to facilitate and/or provide proper instruction to their workers on protection requirements and training

Worksite inspection

	WORKER
RESPONSIBILITY
	1. Ensure proper PPE is worn.

2. Ensure equipment is in good working condition.

3. Utilize appropriate tools.

4. Practise good housekeeping.

5. Ensure to block rolls from rolling.

6. Ensure to stand or post side in case of wire break.

7. Ensure post holes are refilled when posts are removed.

	* The information presented in this publication is intended for general use and may not apply to every circumstance.  It is not a definitive guide to government regulations and does not relieve persons using this publication from their responsibilities under applicable legislation.  The Northern Safety Association does not guarantee the accuracy of, nor assume liability for, the information presented here.  Individual counselling and advice are available from the Association.
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